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1
METHOD AND BASE STATION FOR
SYNCHRONIZING SIGNALING MESSAGE

FIELD OF THE INVENTION

The invention relates to wireless communication field, spe-
cifically relates to a method and a base station for synchro-
nizing a signaling message transmitted over multi-cell
MCCH (MBMS Control Channel), capable of ensuring syn-
chronization of the signaling message in a simple manner in
case of delay variation.

BACKGROUND OF THE INVENTION

In a MBMS (Multimedia Broadcast Multicast Service)
system, 3GPP (Third Generation Partner Project) has agreed
multi-cell MBSFN (MBMS Single Frequency Network)
transmission of MCCH. Thus, a mechanism is needed to
ensure the MCCH synchronization. Parameters such as
MSAP (MBMS Subframe Allocation Pattern) allocated by a
MCE (MBMS Control Entity) should be synchronized at
different eNBs (base stations) for the sake of user plane
content synchronization.

There is an existing proposal in 3GPP RAN3 (Radio
Access Network, task group 3), wherein a new AMBR (Ag-
gregate Maximum Bit Rate) to the eNB is needed to be
activated simultaneously, so that all the eNBs can make a
scheduling according to the new AMBR at the same time.
This can be done by a simple mechanism wherein a time
stamp indicating for example the next scheduling interval is
carried inside a Session Update message. Such a procedure is
also needed when there is change for a single service carried
on a GBR (Guaranteed Bit Rate) bearer.

However, there are the following defects in the above pro-
posal.

1) In the above proposal, only the Session Update message
is mentioned. However, there are a lot of other messages
over M2 and M3 interfaces.

2) The proposal is based on a time stamp, e.g. scheduling
period, which relates to a user plane idea, different from
controlling information element in the invention as
described hereinafter. On the other hand, the scheduling
period may not be suitable for a GW (gateway) because
the GW does not know the scheduling information.

3) There is no description about how eNB responds to the
activation time information in the above proposal.

4) How to set the activation time information is not men-
tioned in the above proposal.

SUMMARY OF THE INVENTION

To overcome the defects in prior art, the invention is pro-
vided. Therefore, one aim of the invention is to provide a
method and a base station for synchronizing a signaling mes-
sage transmitted over multi-cell MCCH, capable of ensuring
synchronization of the signaling message in a simple manner
in case of delay variation.

In order to achieve the above aim, the invention provides a
method for synchronizing a signaling message transmitted
over multi-cell MCCH (MBMS Control Channel). The
method comprises: transmitting, by a gateway, a signaling
message carried with activation time information to a base
station via a MCE (MBMS Control Entity), or transmitting,
by a MCE, the signaling message carried with activation time
information directly to a base station; and making, by the base
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station, the signaling message take effect synchronously
based on the activation time information contained in the
signaling message.

Preferably, the signaling message includes: a session start/
stop message, a MCCH configuration/reconfiguration mes-
sage, a radio resource allocation/reallocation message, a
radio bearer configuration/reconfiguration message and a
counting message.

Preferably, transmitting by the gateway the signaling mes-
sage to the base station via the MCE comprises the following
steps: transmitting, by the gateway, the signaling message to
the MCE via a M3 interface; and transmitting, by the MCE,
the signaling message to the base station via a M2 interface.

Preferably, the MCE is located outside of the base station.

Preferably, the MCE is located within the base station.

Preferably, the method further comprises the following
steps: making, by the base station, the signaling message take
effect synchronously at time indicated by the activation time
information contained in the signaling message; and trans-
mitting, by the base station, a corresponding air interface
message to amobile station in a next modification period after
the time indicated by the activation time information con-
tained in the signaling message.

Preferably, the method further comprises the following
steps: making, by the base station, the signaling message take
effect synchronously at time indicated by the activation time
information contained in the signaling message; and trans-
mitting, by the base station, a corresponding air interface
message to a mobile station at the time indicated by the
activation time information contained in the signaling mes-
sage.

Preferably, the method further comprises the following
steps: making, by the base station, the signaling message take
effect synchronously at start of a next modification period
after the time indicated by the activation time information
contained in the signaling message; and transmitting, by the
base station, a corresponding air interface message to a
mobile station in a next modification period after the time
indicated by the activation time information contained in the
signaling message.

In addition, according to the invention, it provides a base
station for synchronizing a signaling message transmitted
over multi-cell MCCH (MBMS Control Channel). The base
station comprises: receiving means configured to receive the
signaling message carried with activation time information
which is transmitted by a gateway via a MCE (MBMS Con-
trol Entity) or is transmitted directly by a MCE; and synchro-
nization means configured to make the signaling message
take effect synchronously based on the activation time infor-
mation contained in the signaling message.

Preferably, the signaling message includes: a session start/
stop message, a MCCH configuration/reconfiguration mes-
sage, a radio resource allocation/reallocation message, a
radio bearer configuration/reconfiguration message and a
counting message.

Preferably, the receiving means receives the signaling mes-
sage from the MCE via a M2 interface.

Preferably, the MCE is located outside of the base station.

Preferably, the MCE is located within the base station.

Preferably, the base station further comprises: effecting
means configured to make the signaling message take effect
synchronously at time indicated by the activation time infor-
mation contained in the signaling message; and transmitting
means configured to transmit a corresponding air interface
message to amobile station in a next modification period after
the time indicated by the activation time information con-
tained in the signaling message.
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Preferably, the base station further comprises: effecting
means configured to make the signaling message take effect
synchronously at time indicated by the activation time infor-
mation contained in the signaling message; and transmitting
means configured to transmit a corresponding air interface
message to a mobile station at the time indicated by the
activation time information contained in the signaling mes-
sage.

Preferably, the base station further comprises: effecting
means configured to make the signaling message take effect
synchronously at start of a next modification period after the
time indicated by the activation time information contained in
the signaling message; and transmitting means configured to
transmit a corresponding air interface message to a mobile
station in a next modification period after the time indicated
by the activation time information contained in the signaling
message.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram illustrating forwarding of a
signaling message carried with activation time information
from GW to MCE and from MCE to eNB via a M2/M3
interface.

FIG. 2 is a schematic diagram illustrating effecting of the
signaling based on a signaling modification period.

FIG. 3 is a diagram illustrating an operation flow of the
method for synchronizing the signaling message according to
the present invention.

FIG. 4 is a block diagram illustrating the eNB for synchro-
nizing the signaling message according to the present inven-
tion.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

Embodiments of the invention will be described below in
connection with the figures.

The basic concept of the invention is described as below.

The message sent over M2/M3 interface carries activation
time information. The eNB responds to the activation time
information according to a mechanism of the present inven-
tion.

It is decided by 3GPP RAN2 that E-MBMS (Evolved
MBMS) air interface signaling can be carried on a multi-cell
P-MCCH (Primary MCCH) and multi-cell S-MCCH (Sec-
ondary MCCH). The multi-cell transmission is required to be
synchronized among different eNBs. If de-synchronization
of multi-cell transmission of signaling occurs, it may cause
severe problem for UE (User Equipment) reception of data.
On the other hand, if the network needs to update parameters,
the update should take effect at the eNBs simultaneously;
otherwise data synchronization may be destroyed.

The control information that may need to be synchronized
at the M2/M3 interface includes:

1) Session start/stop messages which can include other
control information such as resource reference informa-
tion, and which are forwarded over the M3 and M2
interfaces in case that the MCE is located outside of the
eNB
The messages may impact the service list, which may be

carried on the multi-cell P-MCCH, and requires
action information of the MCCH. Configuration of
the MTCH (MBMS Service Channel) of the service
would correspondingly appear in the multi-cell
S-MCCH.
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2) Configuration/reconfiguration message of MCCH (e.g.
regarding the number of S-MCCHs) which is forwarded
over the M2 interface
It includes creation or release of multicell MCCH for

MCE synchronization.

3) Radio resource allocation message for E-MBMS ser-
vices from MCE, which is forwarded over M2
For example, MCE updates a radio resource allocation/

reallocation message of MSAP.

4) Radio bearer configuration/reconfiguration message for
E-MBMS services by the MCE, which is forwarded over
M2
The radio bearer configuration message carries air inter-

face radio bearer parameters, which may impact on
content of multi-cell S-MCCH, as well as data syn-
chronization.

5) Other signaling
Other signaling relates to other M2/M3 signaling such as

counting signaling that needs to be synchronized,
research of which may be done in the future. Counting
signaling may be configured by the MCE and can be
transmitted in a multi-cell synchronization transmis-
sion mode. If it is so, synchronization of the counting
signaling is required.

The main difference between the E-MBMS signaling and
the data is that reliable transmission (via M2/M3 interface)
needs to be ensured for signaling transmission. That is, there
is no packet loss over the M2/M3 interface, so that there is no
need to have resynchronization. On the other hand, there is no
segmentation and concatenation issue for signaling, because
the messages are organized in a pre-defined format (e.g.
which IEs (Information Elements) should be in the same
message) by a RRC (Radio Resource Control) protocol.
Hence, the synchronization issues for signaling messages
involve:

Identical radio bearer configuration for multi-cell MCCH

transmission

Delay variation over M2/M3, resulting in different effect-
ing time

Identically processing in eNBs

The synchronization issues are described respectively
hereinafter.

Identical Radio Bearer Configuration for Multi-Cell MCCH
Transmission

Itis a quite straightforward problem. Similar to the MTCH,
it can be implemented by an OMC (Operation Maintenance
Center) or MCE based on resource blocks or RB (radio
bearer) parameters. The RRC signaling would specify the IE
format, transmission sequence of messages and how to map
the messages to channels.

Delay Variation over M2/M3

The main issue of signaling synchronization is to handle
the delay variation over the M2/M3 interface, so that the
signaling takes effect at different eNBs simultaneously. As
shown in the FIG. 1, in the present invention, every signaling
message carries activation time information, indicating to the
eNBs when the signaling message takes effect. An example is
to update the MSAP. The time can be a reference to GPS
(Global Positioning System) time. The activation time can be
determined as follows:

Taer=TeurrenstMax_delay

T,., indicates activation time; T _,,,,,, indicates a current
time of a sender; and Max_delay indicates a maximum delay
between the sender and an eNB interface. When the MCE is
located within the eNB, the sender is a GW. When the MCE
is located outside of the eNB, the sender is a MCE.
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Currently, there are two MCE deployment options:
* MCE in eNB

In this option, only the first type of control information, i.e.
session start/update/stop messages, will be used. Hence, the
synchronization is required over the M3 interface.

*MCE Outside eNB

In this option, all the five types of control information as
mentioned above would be transmitted or forwarded from
MCE to eNB over M2. Thus, M2 synchronization is needed.
For a simplified signaling structure, the GW may insert the
activation time information for any of the MCE deployments.
When the MCE receives the session management message
containing the activation time information inserted by the
GW, the MCE may ignore it or update it if necessary.

In conclusion, all the signaling messages of the M2 or M3
interface need to carry the activation time information. For a
session start/update/stop message, GW adds the activation
time information into the message and allows the MCE to
change it.
eNB’s Behaviors when Receiving the Activation Time Infor-
mation

RRC messages may be transmitted periodically due to UE
DRX (Discontinuous Reception). Different messages may
have different lengths of Modification Period (MP), which is
similar to 3GPP Rel-6 (release 6). Hence, although the acti-
vation time expires, the air interface signaling may be trans-
mitted from the next MP. There are the following three modes
in the present invention.

1. The signaling takes effect at the time indicated by the
“activation time information” inside eNB, but the air
interface message is unchanged. The eNB transmits a
corresponding air interface message to a UE (i.e, a
mobile station) in a next modification period after the
time indicated by the activation time information.

This may cause mismatch between the eNB and the UE,
since the eNB and the UE may use different configu-
ration from the time indicated by the activation time
information to the next modification period.

2. The signaling takes effect at the time indicated by “acti-
vation time information” inside eNB, and the air inter-
face message is sent to UE at the time indicated by the
activation time information.

This will affect the DRX of the UE reception and an
additional mechanism for UE wake up is needed.

3. The signaling takes effect at a start time of a next modi-
fication period after the time indicated by the activation
time information inside eNB, and the air interface mes-
sage is transmitted to the UE in a next modification
period after the time indicated by the activation time
information.

The method of the mode 3) is preferred for simplicity.

Hence, it needs specify that the signaling shall take effect
from start of next MP after the expiration of the activation
time, and a corresponding message is transmitted to the UE.

As shown in the FIG. 3, at step 301, a gateway transmits a
signaling message carried with activation time information to
a base station via a MCE. At step 303, the eNB makes the
signaling message take effect synchronously based on the
activation time information contained in the signaling mes-
sage.

FIG. 4 is a block diagram illustrating the eNB for synchro-
nizing the signaling message according to the present inven-
tion.

As shown in the FIG. 4, the eNB comprises receiving
means 401, synchronization means 403, effecting means 405
and transmitting means 407. The receiving means 401 is
configured to receive the signaling message carried with acti-
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vation time information from a gateway via a MCE. The
synchronization means 403 is configured to make the signal-
ing message take effect synchronously based on the activation
time information contained in the signaling message. The
effecting means 405 and the transmitting means 407 coop-
eratively operate to perform any of the three modes as
described in “eNB’s behaviors when receiving the activation
time information”, the details of which are omitted here.

Though the invention has been illustrated in connection
with the preferred embodiments of the present invention as
above, those skilled in the art will appreciate that any modi-
fications, substitutions and improvements to the present
invention are possible without departing from the spirit and
scope of the present invention. Thus, the present invention is
not limited to the above embodiments, but should be defined
by the attached claims and its equivalent.

What is claimed is:
1. A method for synchronizing a signaling message trans-
mitted over multi-cell MCCH (MBMS Control Channel),
comprising:
receiving, from a gateway, the signaling message carried
with activation time information at a base station via a
MCE (MBMS Control Entity), or receiving, directly
from a MCE, the signaling message carried with activa-
tion time information directly to a base station; and

making, by the base station, the signaling message take
effect in the base station synchronously at a time indi-
cated by the activation time information contained in the
signaling message;

wherein receiving from the gateway the signaling message

at the base station via the MCE comprises:

receiving, from the gateway, the signaling message at
the MCE via a M3 interface; and

receiving, from the MCE, the signaling message at the
base station via a M2 interface.

2. The method as defined in the claim 1, wherein the sig-
naling message includes: a session start/stop message, a
MCCH configuration/reconfiguration message, a radio
resource allocation/reallocation message, a radio bearer con-
figuration/reconfiguration message and a counting message.

3. The method as defined in the claim 1, wherein the MCE
is located outside of the base station.

4. The method as defined in the claim 1, wherein the MCE
is located within the base station.

5. The method as defined in the claim 1, further compris-
ing:

transmitting, by the base station, a corresponding air inter-

face message to a mobile station in a next modification
period after the time indicated by the activation time
information contained in the signaling message.

6. The method as defined in the claim 1, further compris-
ing:

transmitting, by the base station, a corresponding air inter-

face message to a mobile station at the time indicated by
the activation time information contained in the signal-
ing message.
7. A base station for synchronizing a signaling message
transmitted over multi-cell MCCH (MBMS Control Chan-
nel), comprising:
a receiver configured to receive the signaling message car-
ried with activation time information from a gateway via
a MCE (MBMS Control Entity) or directly from a MCE;

aprocessor configured to make the signaling message take
effect in the base station synchronously at a time indi-
cated by the activation time information contained in the
signaling message,
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wherein the signaling message includes: a session start/
stop message, a MCCH configuration/reconfiguration
message, a radio resource allocation/reallocation mes-
sage, a radio bearer configuration/reconfiguration mes-
sage and a counting message.

8. The base station as defined in the claim 7, wherein the
receiver receives the signaling message from the MCE via a
M2 interface.

9. The base station as defined in the claim 7, wherein the
MCE is located outside of the base station or within the base
station.

10. The base station as defined in the claim 7, further
comprising:

a transmitter configured to transmit a corresponding air
interface message to a mobile station in a next modifi-
cation period after the time indicated by the activation
time information contained in the signaling message.

11. The base station as defined in the claim 7, further
comprising:

a transmitter configured to transmit a corresponding air
interface message to a mobile station at the time indi-
cated by the activation time information contained in the
signaling message.

12. An MBMS control entity (MCE) comprising:

wherein the MCE is configured to receive activation time
information via a M3 interface; and

atransmitter configured to transmit a message comprising
the activation time information towards a base station
via a M2 interface.
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13. A gateway comprising:

a transmitter configured to transmit a message comprising
activation time information towards an MBMS control
entity (MCE) via a M3 interface.

14. An MBMS control entity (MCE) comprising:

a receiver configured to receive a message with activation
time information via a M3 interface; and

a transmitter configured to forward the message via a M2
interface towards a base station.

15. A gateway comprising:

a transmitter configured to transmit a specific message
including a session start/stop message, a MBMS control
channel (MCCH) configuration/reconfiguration mes-
sage, a radio resource allocation/reallocation message, a
radio bearer configuration/reconfiguration message and
a counting message towards a MBMS control entity
(MCE) via an M3 interface.

16. An MBMS control entity (MCE) comprising:

a transmitter configured to transmit a specific message
including a session start/stop message, a MBMS control
channel (MCCH) configuration/reconfiguration mes-
sage, a radio resource allocation/reallocation message, a
radio bearer configuration/reconfiguration message and
a counting message towards a base station.

17. A base station comprising:

a receiver configured to receive a signaling message with
activation time information via a M2 interface; and

wherein the base station is configured to make the signaling
message take effect in the base station synchronously at
atime indicated by the activation time information con-
tained in the signaling message.
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